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Rotronic Instrument Corporation

« Founded 1965

« World Leader in RH & T Measurement Instruments
« Sales/Product Offices in 9 Countries

« ISO 9001

« ISO-17025 Calibration

« Wide Range of Probes, Handhelds, Transmitters,
Loggers, Wireless Devices

 RH, T, Diff Pres, CO2
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Clean Room Panel 5
CRP5
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Clean Room Panel 5

* Overview
* Technical Specifications
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CRP5 Overview

* Designed for Clean Rooms

« Differential Pressure, Temperature, Humidity
e 21 CFR Part 11, GAMPS5, FDA | ¥
e HC2-CRP or any HC2 Probe SRR
* Analog I/O Scalable
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CRP5 Overview

» Ethernet and/or Modbus (TCP or RTU)

* Optical Controls for Easy Handling with Gloves
(Menu, Decrease, Increase, Enter)

* Chemical Resistant Glass Front Panel
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CRP5 Technical Specifications

 20...48VDC/ 18...35 VAC

e -5...60°C (23..140°F) / 0...100 %RH
« +50Pa/+£100 Pa/+250 Pa/+£500 Pa
e 180x300x72mm (7 x12x37)
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CRP5 Technical Specifications

* Removable Magnetic HC2-CRP RH/T Sensor
* Any Rotronic HC2 Probe

* High Accuracy RH Sensor (+/- 1%)

* Platinum RTD for Temperature

* Membrane Sensor for DP
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CRP5 Technical Specifications

IP65 (Glass Face with Steel Back)
Screw Terminals on back
HW4 software

rotronic

rotronic

10



CRP5 Technical Specifications

» @Graphical Color Display (6 Line TFT)
» Individually Selectable Colors

* Alarms, Limit Values, Warning on the Display

72.31
36.25 «rn

- 23.48

Digital Inp.l Door Closed
Ambi.Pressure 984.9 hPa
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CRP5 Technical Specifications

Line 1..3 (P, T, RH)
Line 4 (None, CalcVal, Analog In 1, Analog In 2)
Line 5..6 (None, Digital In, Ambient Pressure)
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CRP5 Technical Specifications

* 4 Analog Outputs
(4..20mA, 0..1/5/10V)
* 2 Analog Inputs
e 2 Digital Inputs
* 6 Solid-State Relays
(50VDC @ 2A or 35VAC @ 1A)
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Comments & Questions

If we don’t get to your question today, we’ll
respond via email after the webinar.
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Next Webinar

Product Webinar - EX Approved Instruments

Tuesday, May 3, 1:00PMEDT
Register at www.rotronic-usa.com/product-webinars

Product Webinar - Rotronic Data Loggers

Tuesday, May 17, 1:00PM EDT
Register at www.rotronic-usa.com/product-webinars

More Resources

Rotronic Humidity Academy
www.rotronic-usa.com/humidity-academy

Check out the eNewsletters: Fun Facts, Mapping Matters
and T3
content.rotronic-usa.com/subscription-center
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Helping you make a better "
humidity measurement -and | *
more. :

;I'ransmitters, portable meters and loggers
or:

- Humidity

— Carbon Dioxide

- Low Dew Point

— Water Activity

— Differential Pressure

— Monitoring systems for cGMP

— ISO 17025 calibrations (humidity
and temperature)
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Post webinar survey
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Thank you!

email: info@rotronic-usa.com

US and South America: www.rotronic-usa.com
Canada: www.rotronic.ca

Outside Americas: www.rotronic.com

Future webinar registrations:

www.rotronic-usa.com/humidity-webinars
WWW.rotronic-usa.com/product-webinars

On demand

WWW.rotronic-usa.com/humidity-academy/humidity-webinars/webinars-
on-demand/
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