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SENSING ELEMENT
Pt100 CLASS A

BINDER 4 POLES MALE CONNECTOR
Code: 99 0079 100 04

MINERAL INSULATION CABLE
Ø3 S.S. AISI 316

LASER MARKING:
- CUSTOMER CODE
- OHMICAL CALIBRATION TEST VALUE AT 0° C°
- SERIAL NUMBER

Pt100 CLASS A
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Approvato da:Disegnato da:Data:Rev
Disegno n°:Scala :
Materiale :

A4
A

Formato:

Specifica tecnica - Technical Specification : QA/402 Rev.1Tolleranze generali - Tolerances (ISO 2768-m): 0.5÷6=±0.1 - 6÷30=±0.2 - 30÷120=±0.3 Note generali - General remarks:

R040012

RTD SENSOR Pt 100 CLASS A Ø3 WITH TIP AND CONNECTOR BINDER

1 : 1M. Casana05-10-20 M. Miglioli
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CUSTOMER Code
AC 1900

ITALCOPPIE Code 
R040012A

30 AC 1900/35 R040012A/2
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Ø3±0.1

PROBE TECHNICAL FEATURES:

INSULATION RESISTANCE: min. 100MΩ@100Vdc

SENSING ZONE TEMPERATURE RANGE: -50 ÷ +300°C
CONNECTOR MAX. TEMPERATURE: 105°C

30°

AC1900
RTD sensor PT100 class A


